GRADING NOTES

1. ALL GRADES SHOWN ARE ESTIMATES TO INCORPORATE SOIL EROSION & SEDIMENT CONTROL MEASURES.
2. CONTRACTOR SHALL SWEEP IMMEDIATELY IF OCCURS.
3. ALL TEMPORARY SOIL EROSION PROTECTION SHALL REMAIN IN PLACE UNTIL REMOVAL IS REQUIRED.
4. CONTRACTOR SHALL CONDUCT HIS OPERATIONS IN A MANNER AS TO ENSURE THAT THOSE RESPONSIBLE FOR PROVIDING ALL REQUIRED EROSION CONTROL MEASURES.
5. CONTRACTOR SHALL COMPLETE ALL WORK IN A MANNER AS TO ENSURE THAT THOSE REQUIREMENTS OF THE COUNTY "SOIL EROSION PERMIT" AND FOR ALL CERTIFIED STORM WATER CERTIFICATION.

SOIL EROSION & SEDIMENTATION CONTROL NOTES

1. ALL CONSTRUCTION OPERATIONS SHALL BE PERFORMED IN COMPLIANCE WITH LOCAL, STATE AND FEDERAL LAWS, RULES AND REGULATIONS.
2. ALL SOIL EROSION & SEDIMENT CONTROL MEASURES SHALL BE IN PLACE PRIOR TO COMPLETION OF WORK.
3. ALL TEMPORARY SOIL EROSION PROTECTION SHALL REMAIN IN PLACE DURING THE PERIOD OF OCCUPLATION IN THE MANNER AND FOR THE PERIOD AS DIRECTED BY THE PROJECT ENGINEER. THE APPROACH SHALL BE A MINIMUM OF 12' WIDE, 6" DEEP, AND CONSIST OF 2"-4" DREDGED MATERIAL.
4. BLANKETS APPLIED IMMEDIATELY TO PROVIDE A STABLE BASE AND AVOID EXCESSIVE EROSION.
5. CONTRACTOR SHALL SWEEP IMMEDIATELY IF OCCURRS.
6. CONTRACTOR SHALL COMPLETE ALL WORK IN A MANNER AS TO ENSURE THAT THOSE REQUIREMENTS OF THE COUNTY "SOIL EROSION PERMIT" AND FOR ALL CERTIFIED STORM WATER CERTIFICATION.

SILT FENCE DETAILS

GEOTEXTILE FILTER FABRIC DENOTES DUST CONTROL. DUST CONTROL MAY BE REQUIRED ON THE SUBGRADE CONSTRUCTION.

SHEET FLOW RV COVER, THESE COVER AREAS ACT AS SEDIMENT FILTERS.

SILT FENCE DETAILS

GEOTEXTILE FILTER FABRIC DENOTES DUST CONTROL. DUST CONTROL MAY BE REQUIRED ON THE SUBGRADE CONSTRUCTION.

SHEET FLOW RV COVER, THESE COVER AREAS ACT AS SEDIMENT FILTERS.