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Description of Project at 3635 East Cork

KOHO LLC DBA Two Men and A Truck / Kalamazoo is planning to relocate across the street to a
property owned by HKH Properties (same ownership) at 3635 East Cork. This new location is
needed to accommodate the growing business of moving and storage for residence in the
Kalamazoo area. The building will have an office staff of about 6-8 people and dispatching
moving crews daily. There will also be some retail sales of boxes and packing supplies from this
office. Approximately half of the building will be used for short term storage of household
goods for our customers. Those customers will only have limited access to their items while we
are open for business. We plan to fully remodel and update all of the interior space for 3635 E
Cork to accommodate the sales, management and dispatching staff.

The business dispatches between 8-16 moving trucks 6 days a week. The moving trucks are
non-CDL box trucks that are approximately 32" in length. To accommodate the parking for the
moving trucks and employees working on the trucks HKH Properties is acquiring the lot directly
west at 3521 E. Cork parcel 06-25-474-001. This lot is a paved fenced in vacant industrial lot
with M1 zoning that has been used for fleet storage of a utility contractor for the last 4-5 years.
For easier access to the truck parking we will install a 20’ manual sliding gate on the east
property line of 3521 E Cork at the current fence line. Trucks will enter through the eastern
most drive of 3635 E Cork and drive directly west through gate into parking area at 3521 E.
Cork. They will depart out of the western most drive at 3635 E. Cork. The only pavement we
add will be approximately 800 sf between the 2 lots at the gate.

As our business expands, we plan to add mobile onsite storage as a service for our customers.
We will use 5'x8’ lockable containers that can be stored outside. (picture attached)

We will designate 50’ of the north end of 3521 E. Cork for the mobile storage containers as seen
in site plan.

As the new owner of the lot we plan to extend the existing lease to utility contractor currently
renting the lot for fleet storage. The utility will use approximately 60% of the lot on the south
end. We will divide the 2 sections with a 6’ chain link fence.

The lot to the far west at 3505 has an existing dry storage building that is currently being leased
to Goodyear. We plan to keep that lease enforced with them at this time with no changes to
the property.



