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PROJECT INFORMATION

DRAWING LIST

Tenant Space Build-Out for:

Kalamazoo Gallery INC
West Michigan Ave., Kalamazoo, MI

ISSUED FOR CONSTRUCTION

OWNER:

HOUZ ENTERPRISES

BUILDING SITE ADDRESS:

2700 WEST MICHIGAN AVE., KALAMAZOO, MI 

BUILDING CODE:

2015 MICHIGAN BUILDING CODE

BUILDING OCCUPANCY:

M - MERCANTILE

ZONING DISTRICT:

CC COMMUNITY COMMERCIAL DISTRICT

CONSTRUCTION TYPE:

TABLE 503: TYPE: II-B

PROJECT AREA:

3,265 SQUARE FEET

BUILDING HEIGHT:

53'-0"

NUMBER OF STORIES:

4

TRUE 
NORTH

SCALE:  1/16" = 1'-0"

OVERALL FIRST FLOOR PLAN

General

G001 Project Cover Sheet

Civil

C200 Overall Site Plan

C210 Site Plan

C300 Grading Plan

C400 Utility Plan

C500 Soil Erosion & Sedimentation Control Plan

C600 Details

C610 Details

L100 Landscape Plan (Partial)

L101 Irrigation Plan

L200 Landscape plan

Electrical

EC100 Electrical Site Plan

EC110 Details

EC 200 Exterior lighting Photometric Calculation

Architectural

A210 First Floor Plan

A410 Reflected Ceiling Plan

Mechanical

M110 First Floor Mechanical Plan

M200 Underground Plumbing Plan

M210 First Floor Plumbing Plan

Electrical

E100 Electrical Schedules

E210 First Floor Lighting Plan

E310 First Floor Power and Systems Plan
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A2

A2

CITY OF KALAMAZOO SITE PLAN APPROVAL   10-07-2020

NOTE:
SITE PLANS LISTED ABOVE ARE INCLUDED TO
ILLUSTRATE 'AS-BUILT' SITE CONDITIONS ONLY.

NO NEW SITE WORK IS PROPOSED AT THIS TIME.

PROPOSED INTERIOR BUILDING WORK CONSISTENT WITH
ORIGINAL MIXED USE DESIGN INTENT FOR MERCANTILE
USE.

LOCATION MAP

PROJECT
LOCATION

durkeer
Text Box
Site Plan Received 10-7-2020



F.E.C.

FE

FE

FE

1. DRAWINGS ESTABLISH THE DESIGN INTENT OF WORK TO BE PERFORMED.  
ALL PRODUCTS SHALL BE INSTALLED IN ACCORDANCE WITH THE 
MANUFACTURER'S RECOMMENDATIONS. 

2. CONTRACTORS SHALL BE RESPONSIBLE FOR CHECKING DOCUMENTS FOR 
COORDINATION BETWEEN ALL DISCIPLINES INCLUDING BUT NOT 
RESTRICTED TO ARCHITECTURAL, STRUCTURAL, CIVIL, MECHANICAL, 
PLUMBING AND ELECTRICAL. CONTRACTORS SHALL BE RESPONSIBLE 
FOR FIELD VERIFYING EXISTING CONDITIONS AND FOR VERIFYING THEM 
WITH THE CONTRACT DOCUMENTS. ANY DISCREPANCY IN THE CONTRACT 
DRAWINGS AND SPECIFICATIONS SHALL BE BROUGHT TO THE NOTICE OF 
THE ARCHITECT PRIOR TO ANY FABRICATION OR CONSTRUCTION.

3. VERIFY QUANTITY, SIZE, AND LOCATION OF ALL FLOOR, ROOF, AND WALL 
OPENINGS FOR ALL DISCIPLINES INCLUDING BUT NOT RESTRICTED TO 
MECHANICAL AND ELECTRICAL WORK WITH THE APPROPRIATE TRADE.  
PROVIDE ALL OPENINGS SHOWN OR REQUIRED FOR THE COMPLETION OF 
THE WORK.  PROVIDE ALL LINTELS REQUIRED FOR THESE OPENINGS PER 
SPECIFICATIONS.

4. WALLS ARE DIMENSIONED FROM FACE OF EXISTING FINISH TO FACE OF 
NEW STUDS, UNLESS NOTED OTHERWISE. 

5. DIMENSIONS FOLLOWED BY +/- SHOULD BE REVIEWED AND ALL 
NECESSARY ADJUSTMENTS MADE PRIOR TO FABRICATION AND/OR 
INSTALLATION OF AFFECTED WORK.  NOTIFY ARCHITECTS 
REPRESENTATIVE IF DISCREPANCIES ARISE BEFORE PROCEEDING WITH 
THE WORK.

6. DOORS SHOWN WITH A 45 DEGREE SWING ARE EXISTING.  DOORS 
SHOWN WITH A 90 DEGREE SWING ARE NEW, UNLESS NOTED 
OTHERWISE.

7. INSTALL FIRE STOP SEALANT AT ALL PENETRATIONS OF TENANT 
DEMISING WALLS AND FLOORS.

8. INSTALL 4" CONCRETE SLAB WITH 6x6-W2.1xW2.1 ON 10 MIL VAPOR 
BARRIER THOUGHOUT TENANT SPACE.  INSTALL 1/2" COMPRESSIBLE 
FILLER AND SEALANT BETWEEN SLAB AND ALL EXISTING FOUNDATION 
WALLS AND STEEL COLUMNS.  SUBMIT PROPOSED CONTRACTION JOINT 
LAYOUT TO ARCHITECT FOR REVIEW.  COORDINATE UNDERSLAB AND 
EMBEDDED UTILITIES WITH MECHANICAL AND ELECTRICAL.

9. ALL FLOOR FLOOR, WALL, AND CEILING FINISHES ARE TO BE AS 
SELECTED BY OWNER.

10. PLUMBING FIXTURES, GRAB BARS, TOILET PAPER DISPENSERS, 
SANITARY NAPKIN DISPOSALS, PAPER TOWEL DISPENSERS, SOAP 
DISPENSERS, AND MIRRORS SHALL BE INSTALLED IN COMPLIANCE WITH 
ADA REQUIREMENTS.

ARCHITECTURAL GENERAL NOTES:

1. COORDINATE ALL SECURITY/ELECTRONIC NEEDS WITH OWNER/TENANT 
REGARDING DOOR POSITION SWITCHES, REQUEST TO EXIT DEVICES, 
ELECTRIC STRIKES, CARD READERS, ETC.

2. ALL HOLLOW METAL DOORS AND FRAMES ARE TO BE PRIMED AND 
PAINTED.

3. DOOR 100 IS TO BE A 3'-0" WIDE, 7'-0" TALL HOLLOW METAL DOOR AND 
FRAME WITH A 90 MINUTE FIRE RATING, NARROW VISION LITE OF FIRE 
RATED GLAZING, (3) HINGES, CLOSER, WALL STOP, GASKETING, AND EXIT 
DEVICE WITH LEVER TRIM ON EXTERIOR.

4. DOORS 101a AND 101b ARE TO BE 3'-0" WIDE, 7'-0" TALL, FULL GLASS 
ALUMINUM STOREFRONT DOORS WITH (3) HINGES, CLOSERS WITH 
INTEGRAL STOPS, AND LOCKSETS WITH LEVER TRIM.

5. DOOR 102 IS TO BE A 3'-0" WIDE, 7'-0" TALL FLUSH HOLLOW METAL DOOR 
WITH (3) HINGES, WALL STOP, AND CLASSROOM LOCKSET WITH LEVER 
TRIM.

6. DOORS 103 AND 104 ARE TO BE 3'-0" WIDE, 7'-0" TALL FLUSH HOLLOW 
METAL DOORS AND FRAMES WITH (3) HINGES, WALL STOPS, AND 
PRIVACY LOCKSETS WITH LEVER TRIM.

7. DOOR 105 IS TO BE A 3'-0" WIDE, 7'-0" TALL HALF LITE HOLLOW METAL 
DOOR AND FRAME WITH TEMPERED GLASS, (3) HINGES, WALL STOP,  
AND OFFICE LOCKSET WITH LEVER TRIM.

8. DOOR 106 IS TO BE A 3'-0" WIDE, 7'-0" TALL FLUSH HOLLOW METAL DOOR 
AND FRAME WITH (3) HINGES, CLOSER WITH INTEGRAL STOP, AND 
STOREROOM LOCKSET WITH LEVER TRIM.

DOOR NOTES:
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22

117 SF

OFFICE
105

1'-2"
1'-2"

1'-10"

8"

1'
-8

"

63 SF

UNISEX
103

51 SF

UNISEX
104

489 SF

STORAGE
106

349 SF

EMPLOYEE
102

985 SF

RECEPTION
100

1,102 SF

SALES
101

ADJACENT

TENANT SPACE

LOBBY

CORRIDOR

VESTIBULE

1'-10"

TRANSLUCENT FILM ON EXTERIOR AND SECURITY 
FILM ON INTERIOR APPLIED TO EXISTING GLAZING 

FROM BOTTOM OF CURTAIN WALL TO MULLION 
THAT ALIGNS WITH DOOR EXTERIOR DOOR HEADS 

(APPROXIMATELY 7'-4" OF GLAZING HEIGHT)

2'-0"

34
'-8

"

11
'-6

"

2'-0"

14'-0"

19'-6" 10" 8"

10"

10"

8"

10"

10
"

10"

6'
-0

"

10
'-6

"

EXIT

EXIT

EXIT

EXISTING METAL STUD WALL WITH GYPSUM WALL 
BOARD ON ONE SIDE, APPROXIMATELY 14'-6" 

TALL, INSTALL SOUND BATT INSULATION AND 5/8" 
TYPE X GYPSUM WALLBOARD ON TENANT SIDE 

WITH LEVEL 5 FINISH, PRIME AND PAINT

PRIME AND PAINT EXISTING CMU WALL

MOP SINK, SEE MECHANICAL

ALL EXISTING EXTERIOR WALLS ARE EXPOSED 
METAL STUD, APPROXIMATELY 14'-6" TALL, 
INSTALL 5/8" GYPSUM WALLBOARD WITH 
LEVEL 5 FINISH, PRIME AND PAINT, TYPICAL

1

3

1

3

1

2

4

1

1

1

1

1

1

1

1

3

103

104

101b

105

106b

107

101a

100

EXISTING METAL STUD WALL WITH GYPSUM WALL BOARD ON 
ONE SIDE, APPROXIMATELY 14'-6" TALL, INSTALL SOUND BATT 

INSULATION AND (3) LAYERS OF 5/8" TYPE X GYPSUM 
WALLBOARD ON TENANT SIDE WITH LEVEL 5 FINISH, PRIME 

AND PAINT, INSTALL FIRE STOP SEALANT AT HEAD AND BASE 
OF WALL AS NECESSARY TO ACHIEVE 2 HOUR FIRE RATING 

7'-2" TALL ALUMINUM STOREFRONT 
WITH TEMPERED GLAZING, FINISH 
AS SELECTED BY OWNER/TENANT

7'-2" TALL ALUMINUM STOREFRONT 
WITH TEMPERED GLAZING, FINISH 
AS SELECTED BY OWNER/TENANT

WALLS BETWEEN RECEPTION 100 AND SALES 101 
ARE TO BE 10'-0" TALL, INSTALL BRACES FROM TOP 
OF WALL TO STRUCTURE ABOVE @ 4'-0" ON CENTER

WALL BETWEEN STORAGE 106 AND EMPLOYEE 102 
IS TO BE 10'-0" TALL, INSTALL BRACES FROM TOP OF 

WALL TO STRUCTURE ABOVE @ 4'-0" ON CENTER

7'
-2

"

5'
-6

"

WATER HEATER, SEE MECHANICAL

3

3

5'-6" 10'-0"

FINISHED FACE OF GYPSUM 
BOARD TO ALIGN WITH 

RETURN AT WINDOW JAMB

DW

PLASTIC LAMINATE CASEWORK 
AND COUNTERTOP

1

CENTER WALL ON EXISTING 
STOREFRONT MULLION, SEAL 

METAL STUD TO MULLION

+
/-

 1
1'

-5
 3

/4
"

FINISHED FACES OF 
WALLS TO ALIGN

8'-0"

DRINKING FOUNTAIN, SEE MECHANICAL

3

3

3

3

3

3

FINISHED FACE OF GYPSUM 
BOARD TO ALIGN WITH 
RETURN AT WINDOW JAMB

10"

EXIT

S
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SCOPE OF WORK

63'-8" A

A

97'-10" B

B

EGRESS PATHS SHOWN 
WITH TRAVEL DISTANCES

A1

WALL TYPE LEGEND

MARK GRAPHIC DESCRIPTION

2

362S125-27 METAL STUDS @ 1'-4" ON CENTER WITH 5/8" GYPSUM 
BOARD ON EACH SIDE, LEVEL 5 FINISH, PRIME AND PAINT

NOTE:

1. ALL GYPSUM BOARD IN RESTROOMS IS TO BE MOISTURE AND MOLD RESISTANT.
2. FIRE RETARDANT TREATED WOOD STUDS OF CORRESPONDING SIZE MAY BE USED IN LIEU OF SPECIFIED METAL 

STUDS AT OWNER'S DISCRETION.
3. INSTALL ALL FIRE RETARDANT WOOD BLOCKING AS NECESSARY FOR INSTALLATION OF DOORS, BORROWED LITES, 

RESTROOM ACCESSORIES, AND OWNER PROVIDED DISPLAY CASES, SHELVING, AND CASEWORK.
4. ALL WALLS ARE TO EXTEND TO THE UNDERSIDE OF THE PRECAST CONCRETE PLANK STRUCTURE ABOVE 

(APPROXIMATELY 14'-6") UNLESS NOTED OTHERWISE.

3

4

362S125-27 METAL STUDS @ 1'-4" ON CENTER WITH 5/8" GYPSUM 
BOARD ON ONE SIDE, LEVEL 5 FINISH, PRIME AND PAINT

1 250S125-43 METAL STUDS @ 1'-0" ON CENTER WITH 5/8" GYPSUM 
BOARD ON ONE SIDE, LEVEL 5 FINISH, PRIME AND PAINT

600S125-30 METAL STUDS @ 1'-4" ON CENTER WITH 5/8" GYPSUM 
BOARD ON EACH SIDE, LEVEL 5 FINISH, PRIME AND PAINT
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Byce
& associates, inc.

ENGINEERS      ARCHITECTS

487 Portage Street

kalamazoo mi 49007

Corporate@byce.com

Tel: 269•381•6170

Fax: 269•381•6176
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SCALE:  1/4" = 1'-0"

FIRST FLOOR PLAN
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PROPOSED NEW WORK SCOPE



ORIGINAL SURVEY



DEMOLITION PLAN

Cornerstone
Construction Management Inc.

13100104

Fax: 269·381·6176

Tel: 269·381·6170

Kalamazoo, MI  49007

Corporate@byce.com

487 Portage Street
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LEGEND:

DEMOLITION NOTES: TREE REMOVAL LIST
MARK SPECIES & SIZE STATUS

NOTES:

1. ALL WORK SHOWN ON PLAN REFLECTS AS-BUILT
CONDITION OF SITE. NO NEW WORK IS PROPOSED AS
PART OF PROJECT.
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PROPOSED MIXED-USE FACILITY EAST PARKING SITE
MAIN DEVELOPMENT SITE

LAFAYETTE AVE
DEVELOPMENT SITE

PRE DEVELOPMENT ZONING MAP
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ZONING LEGEND:

POST DEVELOPMENT ZONING MAP

ZONING PLANS

LEGEND:

SITE DATA:LEGAL DESCRIPTION FOR PROPERTY WEST OF LAFAYETTE:

LEGAL DESCRIPTION FOR PROPERTY EAST OF LAFAYETTE:

Cornerstone
Construction Management Inc.

13100104

Fax: 269·381·6176

Tel: 269·381·6170

Kalamazoo, MI  49007

Corporate@byce.com

487 Portage Street
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LEGAL DESCRIPTION FOR CITY OWNED VACANT PROPERTY:

NOTES:

1. ALL WORK SHOWN ON PLAN REFLECTS AS-BUILT
CONDITION OF SITE. NO NEW WORK IS PROPOSED AS
PART OF PROJECT.



PROPOSED MIXED-USE FACILITY

SITE PLAN

Cornerstone
Construction Management Inc.

13100104

Fax: 269·381·6176

Tel: 269·381·6170

Kalamazoo, MI  49007

Corporate@byce.com

487 Portage Street
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450 W. Centre Ave
Portage, MI 49024
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LEGEND:

SITE NOTES:

  KEYED SITE NOTES:

NOTES:

1. ALL WORK SHOWN ON PLAN REFLECTS AS-BUILT CONDITION OF
SITE. NO NEW WORK IS PROPOSED AS PART OF PROJECT.

2. NO SITE WORK IS PROPOSED AS PART OF 2701 TENANT INTERIOR
BUILD-OUT AND NO CHANGE IN IMPERVIOUS SURFACES.

3. IF NEW SIGNAGE IS PROPOSED AS PART OF 2701 TENANT INTERIOR
RENOVATIONS, CONTRACTOR SHALL OBTAIN A SIGN PERMIT FROM
CITY OF KALAMAZOO PRIOR TO PERFORMING WORK.



PROPOSED MIXED-USE FACILITY

GRADING PLAN

Cornerstone
Construction Management Inc.

13100104

Fax: 269·381·6176

Tel: 269·381·6170

Kalamazoo, MI  49007

Corporate@byce.com

487 Portage Street
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450 W. Centre Ave
Portage, MI 49024

Tel: 269-321-0200
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LEGEND:

GRADING NOTES:
NOTES:

1. ALL WORK SHOWN ON PLAN REFLECTS AS-BUILT
CONDITION OF SITE. NO NEW WORK IS PROPOSED AS
PART OF PROJECT.

2. NO OUTSIDE ELEVATION CHANGES PROPOSED AS
PART OF 2020 MERCANTILE TENANT USE AT 2701 W.
MICHIGAN AVENUE.



PROPOSED MIXED-USE FACILITY

UTILITY PLAN

Cornerstone
Construction Management Inc.

13100104

Fax: 269·381·6176

Tel: 269·381·6170

Kalamazoo, MI  49007

Corporate@byce.com

487 Portage Street
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UTILITY NOTES:

LEGEND:

MARK SIZE RIM INVERT

STORM STRUCTURE  SCHEDULE
REMARK

NOTES:

1. ALL WORK SHOWN ON PLAN REFLECTS AS-BUILT
CONDITION OF SITE. NO NEW WORK IS PROPOSED AS
PART OF PROJECT.

2. NO PROPOSED SITE OR EXTERIOR BUILDING LIGHTING
CHANGES ARE PROPOSED AS PART OF 2020
COMMERCIAL LEASE SPACE INTERIOR RENOVATIONS
AT 2701 W. MICHIGAN AVENUE.

3. NO CHANGES TO SITE IMPERVIOUS SURFACES ARE
PROPOSED AS PART OF 2020 TENANT INTERIOR
BUILD-OUT AT 2701 W. MICHIGAN AVENUE,
THEREFORE NO REQUIRED CHANGES TO EXISTING
STORM WATER MANAGEMENT SYSTEMS ARE
REQUIRED OR PROPOSED.

4. NO REVISIONS OR ADDITIONS TO WATER OR SEWER
SERVICE CONNECTIONS OR BUILDING SUPPLIES ARE
PROPOSED AS PART OF 2701 TENANT RENOVATIONS.



PROPOSED MIXED-USE FACILITY

SOIL EROSION & SEDIMENTATION CONTROL PLAN

Cornerstone
Construction Management Inc.

13100104

Fax: 269·381·6176

Tel: 269·381·6170

Kalamazoo, MI  49007

Corporate@byce.com

487 Portage Street
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ACTIVITY
YEAR 2015YEAR 2014

J F M A M J J A S O N D J F M A M J J A S O N D

SOIL EROSION CONTROL NOTES:

LEGEND:

PRELIMINARY SOIL EROSION CONTROL PHASING

NOTES:

1. ALL WORK SHOWN ON PLAN REFLECTS AS-BUILT
CONDITION OF SITE. NO NEW WORK IS PROPOSED AS
PART OF PROJECT.



CONTRACTION JOINT

CONSTRUCTION JOINT

CONCRETE CONTROL JOINTS

BITUMINOUS PAVEMENT

CONCRETE BOLLARD SIGN DETAIL

NO
PARKING

LANE
FIRE

CONSTRUCTION ACCESS

NEW CONCRETE @ EXISTING

NO
PARKING

ON

OR  LAWNS
STREET

EXTERIOR STAIR CONCRETE ISOLATION JOINT

SILT FENCE DETAIL

SECTION

BITUMINOUS EDGE

WOOD SCREEN FENCE

BIKE HOOP RACK

BICYCLE PARKING RACK

Cornerstone
Construction Management Inc.

13100104

Fax: 269·381·6176

Tel: 269·381·6170

Kalamazoo, MI  49007

Corporate@byce.com

487 Portage Street
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450 W. Centre Ave
Portage, MI 49024

Tel: 269-321-0200
Fax: 269-321-0500
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SLAB EDGE 

MODIFIED MDOT TYPE C
CURB & GUTTER DETAIL 

MDOT TYPE C
CURB & GUTTER DETAIL 

ADA COMPLIANT SIDEWALK RAMP PAVEMENT MARKINGS

CURB DETAIL

NOTES:

1. ALL WORK SHOWN ON PLAN REFLECTS AS-BUILT
CONDITION OF SITE. NO NEW WORK IS PROPOSED AS
PART OF PROJECT.



UTILITY TRENCHUTILITY TRENCH

FIRE HYDRANT

OUTLET STRUCTURE No.1 & No.2

SANITARY MANHOLE CATCH BASIN 

CATCH BASIN

STORM PIPE TRENCH

A

A

FRAME & COVER

STORM TREATMENT STRUCTURE No.1 & No.2

OUTLET STRUCTURE No.3

STORM TREATMENT STRUCTURE No.3

A

STORMWATER TREATMENT SOLUTIONS

Phone (888) 344-9044  
www.aquashieldinc.com

™

A

SUBSURFACE STORM DETENTION SYSTEM

Cornerstone
Construction Management Inc.

13100104

Fax: 269·381·6176

Tel: 269·381·6170

Kalamazoo, MI  49007

Corporate@byce.com

487 Portage Street

w w w . B Y C E . c o m

Te
na

nt
 S

pa
ce

 B
ui

ld
-O

ut
 fo

r:

27
00

 W
es

t M
ic

hi
ga

n 
Av

en
ue

  ·
  K

al
am

az
oo

, M
ic

hi
ga

n
K

al
am

az
oo

 G
al

le
ry

, I
N

C
.

450 W. Centre Ave
Portage, MI 49024
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NOTES:

1. ALL WORK SHOWN ON PLAN REFLECTS AS-BUILT
CONDITION OF SITE. NO NEW WORK IS PROPOSED AS
PART OF PROJECT.
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NOTES:
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CONDITION OF SITE. NO NEW WORK IS PROPOSED AS
PART OF PROJECT.



ZONE NUMBER

#18/8 UL APPROVED 24V MULTI-STRAND WIRE (ONE RUN TO EACH END OF MAINLINE)

   INSTALLATION SHALL BE THE RESPONSIBILITY OF THE IRRIGATION CONTRACTOR.

2.  ALL PLUMBING AND ELECTRICAL SHALL BE INSTALLED ACCORDING 

5.  IRRIGATION CONTRACTOR'S POINT OF CONNECTION SHALL BE ON A 1" TYPE K

6.  115V POWER INTO CONTROLLER SHALL BE SUPPLIED BY ELECTRICAL CONTRACTOR.

3.  ALL SLEEVES SHALL BE 4" PVC 160# (UNLESS OTHERWISE SPECIFIED).  SLEEVE

100# POLYETHYLENE PIPE (PE-3408 NSF APPROVED) (PIPE DOWNSTREAM OF VALVE TO

FEBCO 1" PRESSURE

TORO EVOLUTION INDOOR CONTROLLER

TORO 1" ELECTRIC VALVE

TORO 1" QUICK COUPLER VALVE

WATER REQUIREMENTS:  12 GPM @ 50 PSI AT THE P.O.C.

    (VERIFY EXACT LOCATION WITH OWNER'S REPRESENTATIVE). 
7.  CONTROLLER AND RAINSWITCH SHALL BE MOUNTED AT LOCATION SHOWN ON PLAN

4.  ALL PIPE NOT SIZED DOWNSTREAM OF VALVE IS 1".

   COPPER PIPE STUBBED OUTSIDE OF THE BUILDING AT THE LOCATION SHOWN.

SYMBOL

   TO STATE AND LOCAL CODES.

1.  COORDINATE THIS WORK WITH ALL OTHER TRADES.

P-765-1

POINT OF CONNECTION (P.O.C.)

SUPPLY DRIP ZONES AND PIPE CONNECTING DRIP AREAS)

PVC 160# PIPE (ALL 1-1/4" MAINLINE)

NOT SHOWN

EVO4-ID &

TPVF100

474-00

LEGEND

STATION NUMBER

CONTROLLER NUMBER

1-1

VACUUM BREAKER

9.  IF SITE PRESSURE IS NOT ADEQUATE, A BOOSTER PUMP AND RELATED EQUIPMENT

1
W/EVO-SC SMART CONNECT & EV0-WS

    MAY BE REQUIRED AT ADDITIONAL COST TO OWNER.

12 STATION

QCV

10.  IRRIGATION PIPE AND EQUIPMENT SHOWN IN PAVED AREAS IS FOR CLARITY
    ONLY AND SHALL BE INSTALLED WITHIN THE TURF & LANDSCAPE AREAS.

11.  PIPE ROUTING IS DIAGRAMMATIC.  ALL EQUIPMENT AND PIPE ARE TO BE FIELD ADJUSTED  
      TO TAKE INTO CONSIDERATION ANY OBSTRUCTIONS AND ALL LANDSCAPE.

W/(1) KEY AND HOSE SWIVEL

8.  IRRIGATION CONTRACTOR SHALL ADJUST THE FLOW CONTROL FEATURE ON ALL ELECTRIC
    VALVES PER THE MANUFACTURER'S RECOMMENDATIONS TO MAXIMIZE THE VALVES
    PERFORMANCE AND LONGEVITY.

TLCV4-18XXX NETAFIM .4 GPH CV DRIP PIPE

TLCVXXX NETAFIM CV BLANK TUBING
(AS SUPPLY & EXHAUST HEADERS)

PRV075LF42V2K NETAFIM 3/4" PRESSURE REGULATORNOT SHOWN

DFV075-140 NETAFIM 3/4" FILTER W/SHUT-OFF VALVENOT SHOWN

TLFV-1 NETAFIM LINE-FLUSHING VALVENOT SHOWN

1-1 1" 1 LANDSCAPE DRIP
1-2 1" 1 LANDSCAPE DRIP
1-3 1" 2 LANDSCAPE DRIP
1-4 1" 1 LANDSCAPE DRIP
1-5 1" 3 LANDSCAPE DRIP
1-6 1" 3 LANDSCAPE DRIP
1-7 1" 6 TURF ROTORS
1-8 1" 12 TURF SPRAYS
1-9 1" 7 TURF SPRAYS
1-10 1" 12 TURF SPRAYS

(2) EMOD-4
ET/WEATHER SENSOR

8'-MPR PRECISION SERIES

10'-MPR PRECISION SERIES

12'-MPR PRECISION SERIES

15'-MPR PRECISION SERIES TORO FIXED SPRAY POP-UP (4")

TORO FIXED SPRAY POP-UP (4")

TORO FIXED SPRAY POP-UP (4")

TORO FIXED SPRAY POP-UP (4")570Z-4P-COM

570Z-4P-COM

570Z-4P-COM

570Z-4P-COM

#1.5  LOW ANGLE NOZZLE TORO GEAR DRIVEN ROTARY POP-UPT5PCK (P/C)

      ANY OTHER NOZZLES.  SUBSTITUTION OF ANY OTHER NOZZLES WILL REQUIRE RE-DESIGN OF 
      ALL SPRAY ZONES DUE TO GREATER WATER FLOW. THIS WOULD RESULT IN LARGER PIPE SIZE,
      POSSIBLY LARGER VALVE SIZE OR QUANTITY AND LARGER CONTROLLER.

13100104

Fax: 269·381·6176

Tel: 269·381·6170

Kalamazoo, MI  49007

Corporate@byce.com

487 Portage Street
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1/16" = 1'-0"

FOR ITS CORRECTNESS.
ARCHITECT AND/OR OWNER WHO ASSUMES FULL RESPONSIBILITY
THIS DESIGN IS BASED ON INFORMATION PROVIDED BY THE

Sparta, MI 49345

800.822.2216

248.373.8800
248.373.8899

616.887.6288
616.887.7301

Auburn Hills, MI 48326
1050 Opdyke Road

Design By:

Revisions:
Date:
Plan #:

Fax: 
Ph:  

Fax:
Ph:

487 W. Division St.

R

CUMMINGS, C.I.D.
14-010C
1-17-14

Know what's below.
before you dig.Call

R

SM

1-30-14 DCC
4-2-14 DCC
4-3-14 DCC

NOT TO SCALE

MODEL NO. TPVF100
AND WIRED SOLENOID

SEE LEGEND.

PVC MAIN LINE
LENGTH AS REQUIRED

PVC ELBOW (TYP.)

CONTINUOUS BRICK SUPPORTS

GRAVEL (1 CU. FT.)

PVC TEE OR ELBOW (TYP.)

SEE SPECS. FOR DEPTH

PVC MALE ADAPTER (TYP.)

SERVICE COIL AND WATERPROOF

VALVE W/ FLOW CONTROL

POLY LATERAL LINE

FINISHED GRADE

CONTROL WIRES WITH 12'' MIN.

WIRE SPLICE CONNECTORS

TORO FxF REMOTE CONTROL

SEE SPECS. FOR DEPTH
NETAFIM PRESSURE REGULATOR DISC FILTER

HIGHLINE 12" STANDARD VALVE BOX
(#VB170106) FOR 1" ELECTRC VALVE

HIGHLINE JUMBO VALVE BOX
FOR 1-1/2" ELECTRC VALVE

(TYPICAL GROUND COVER BED)

SUPPLY HEADER

(EMITTER SPACING)

NETAFIM TECHLINE CV DRIP PIPE

NOT TO SCALE

(ROW SPACING)

EXHAUST HEADER

USE (1) TLS6 STAPLE FOR:
EVERY (3) FEET IN SAND,
EVERY (4) FEET IN LOAM
AND EVERY (5) FEET IN CLAY.
USE (2) STAPLES OVER EACH
TEE, ELBOW OR CROSS.

(PLUMBED TO POLY)

DIAMETER)

PEA GRAVEL
SUMP (6" TO 8"

NOT TO SCALE

24"

CLAMP

TECHLINE LINE
FLUSHING VALVE

POLYETHYLENE
TUBING WITH
STAINLESS STEEL

6" ROUND VALVE BOX

FINISH GRADE

MINIMUM 4"

SLEEVE INSTALLATION DETAIL (CURBED)

CURB

NOT TO SCALE

ROAD SURFACE

MAX. 18"
MIN. 6"

1/2" x 12" REBAR
(FOR SLEEVE LOCATING)

MIN. 12"
MAX. 36"

GRADE

(OR AS SPECIFIED)
PVC 160# PIPE

SIZE AS NOTED

WIDER THAN 6'
WALKS/DRIVES

MAX. 24"
MIN. 18"

MIN. 12"
MAX. 36"

MIN. 12"

MIN. 12"
MAX. 24"

MAX. 36"

ROAD/WALK
SURFACE

WALKS 6' WIDE
OR LESS

SLEEVE INSTALLATION DETAIL (NO CURB)
NOT TO SCALE

(OR AS SPECIFIED)
PVC 160# PIPE

SIZE AS NOTED

OR GALVANIZED PIPE.MINIMUM OF 14"

NOT TO SCALE

ABOVE GROUND

ABOVE HIGHEST
LEVEL AND 12" 

SPRINKLER 
OUTLET.

LINE SIZE UNIONS

GRADE

SHALL BE EITHER COPPER 
ALL ABOVE GROUND PIPE

WALL.

TORO EVO-4ID

OF STATIONS.

CONTROLLER
SEE PLAN FOR NUMBER

ANCHOR SECURELY TO

3/4" CONDUIT FOR
REMOTE CONTROL 

FINISHED SURFACE

VALVES AND SENSOR WIRES
SECURE TO WALL WITH
APPROPRIATE PIPE CLAMPS

RIGHT-SIDE
SECTION/ELEVATION

48"-64"

FRONT

SEE SPECS.

SECTION/ELEVATION

NOT TO SCALE

INDOOR IRRIGATION

CODES
LOCAL AND NATIONAL

1/2'' CONDUIT FOR ELECTRICAL
POWER CONDUCTORS PER

NOT TO SCALE

MODEL NO. TPVF100
AND WIRED SOLENOID

SEE LEGEND.

PVC MAIN LINE
LENGTH AS REQUIRED

PVC ELBOW (TYP.)

CONTINUOUS BRICK SUPPORTS

PVC TEE OR ELBOW (TYP.)

SEE SPECS. FOR DEPTH

PVC MALE ADAPTER (TYP.)

SERVICE COIL AND WATERPROOF

VALVE W/ FLOW CONTROL

POLY LATERAL LINE

FINISHED GRADE

VALVE BOX & COVER

CONTROL WIRES WITH 12'' MIN.

WIRE SPLICE CONNECTORS

TORO FxF REMOTE CONTROL

SEE SPECS. FOR DEPTH

LANDSCAPE FABRIC -
DUCT TAPE EDGES TO
SIDES OF VALVE BOX

NOT TO SCALE

PIPE

FITTING

(570Z-4P ONLY)

W/ POSITIVE SPRING 
SPRAY SPRINKLER
TORO 570 SERIES FIXED

RETRACTION AND CHECK VALVE

BARBED ELL
(2 PLACES)

4" POP-UP

FINISH GRADE

POP-UP SPRAY HEAD WITH RETRACTION FLUSHING TO CLEAR DEBRIS
FOR RELIABLE POP-DOWN, LOW PRESSURE SEALING AT 15 PSI.
RATCHETING RISER, MATCHED PRECIPITATION RATE (MPR) NOZZLES
AND CHECK-O-MATIC CHECK VALVE ELIMINATES
LOW HEAD DRAINAGE.

FLEXIBLE TUBING

NOTE: 
IRRIGATION PLAN SHALL BE 
ADJUSTED BY IRRIGATION 
CONTRACTOR TO ACCOMODATE 
CURRENT SITE LAYOUT AND 
LANDSCAPE PLANS. COORDINATE 
FINAL IRRIGATION PLANS WITH 
OWNER.

PROVIDE DRIP 
IRRIGATION AT 
SOUTH PROPERTY 
LINE HEDGE

NOTES:

1. ALL WORK SHOWN ON PLAN REFLECTS AS-BUILT
CONDITION OF SITE. NO NEW WORK IS PROPOSED AS
PART OF PROJECT.
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PART OF PROJECT.
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1. DRAWINGS ESTABLISH THE DESIGN INTENT OF WORK TO BE
PERFORMED. ALL WORK SHALL BE PERFORMED IN
ACCORDANCE WITH THE HIGHEST INDUSTRY STANDARDS. ALL
PRODUCTS SHALL BE INSTALLED IN ACCORDANCE WITH THE
MANUFACTURER'S RECOMMENDATIONS. ALL TRADES SHALL
CAREFULLY COORDINATE WORK OF ALL OTHER TRADES. ANY
DISCREPANCIES OR CONFLICTS SHALL BE BROUGHT TO THE
IMMEDIATE ATTENTION OF THE ARCHITECT AND THE OWNER
PRIOR TO FABRICATION OR INSTALLATION.

2. CONTRACTORS SHALL BE RESPONSIBLE FOR CHECKING
DOCUMENTS FOR COORDINATION BETWEEN ALL DISCIPLINES
INCLUDING BUT NOT RESTRICTED TO ARCHITECTURAL,
STRUCTURAL, CIVIL, MECHANICAL, PLUMBING AND
ELECTRICAL. CONTRACTORS SHALL BE RESPONSIBLE FOR
FIELD VERIFYING EXISTING CONDITIONS AND FOR VERIFYING
THEM WITH THE CONTRACT DOCUMENTS. ANY DISCREPANCY
IN THE CONTRACT DRAWINGS AND SPECIFICATIONS SHALL BE
BROUGHT TO THE NOTICE OF THE ARCHITECT PRIOR TO ANY
FABRICATION OR CONSTRUCTION.

3. COORDINATE SIZE AND LOCATION OF ALL EQUIPMENT
SUPPORTS INCLUDING BUT NOT RESTRICTED TO CONCRETE
HOUSEKEEPING PADS WITH APPROPRIATE EQUIPMENT
MANUFACTURER.

4. COORDINATE SIZE AND LOCATION OF ALL ACCESS PANELS
WITH TRADE REQUIRING THE SAME.  ACCESS PANELS ARE
SPECIFIED ARCHITECTURALLY BUT ARE REQUIRED TO BE
PROVIDED BY EACH TRADE. ALL LOCATIONS MUST BE
COORDINATED AND APPROVED BY THE ARCHITECTS FIELD
REPRESENTATIVE:

5. VERIFY QUANTITY, SIZE, AND LOCATION OF ALL FLOOR, ROOF,
AND WALL OPENINGS FOR ALL DISCIPLINES INCLUDING BUT
NOT RESTRICTED TO MECHANICAL AND ELECTRICAL WORK
WITH THE APPROPRIATE TRADE.  PROVIDE ALL OPENINGS
SHOWN OR REQUIRED FOR THE COMPLETION OF THE WORK.
PROVIDE ALL LINTELS REQUIRED FOR THESE OPENINGS PER
SPECIFICATIONS.

6. FLOOR PLANS INTERIOR WALLS ARE DIMENSIONED FROM
FACE OF FINISH TO FACE OF FINISH, UNLESS NOTED
OTHERWISE. EXTERIOR WALLS ARE FROM EXTERIOR FACE OF
CORE (STUD OR CMU) TO EXTERIOR FACE OF CORE.

7. DIMENSIONS FOLLOWED BY +/- SHOULD BE REVIEWED AND
ALL NECESSARY ADJUSTMENTS MADE PRIOR TO FABRICATION
AND/OR INSTALLATION OF AFFECTED WORK.  NOTIFY
ARCHITECTS REPRESENTATIVE IF DISCREPANCIES ARISE
BEFORE PROCEEDING WITH THE WORK.

8. REFER TO EXTERIOR ELEVATIONS AND PLAN DETAILS FOR
LOCATIONS OF ANY CONTROL JOINTS IN EXTERIOR WALLS.

9. SEE SHEET G002 FOR PARTITION SCHEDULE.
10. WINDOWS AT THE SECOND AND THIRD FLOORS TO BE

WINDOW TYPE NUMBER ‘4’ AS INDICATED ON THE PLAN.
WINDOWS IN THE VERTICAL METAL WALL PANELS AT THE
FOURTH FLOOR SHALL BE WINDOW TYPE ‘3’. REFER TO
EXTERIOR ELEVATIONS FOR CLARIFICATION.
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1. DRAWINGS ESTABLISH THE DESIGN INTENT OF WORK TO BE
PERFORMED. ALL WORK SHALL BE PERFORMED IN
ACCORDANCE WITH THE HIGHEST INDUSTRY STANDARDS. ALL
PRODUCTS SHALL BE INSTALLED IN ACCORDANCE WITH THE
MANUFACTURER'S RECOMMENDATIONS. ALL TRADES SHALL
CAREFULLY COORDINATE WORK OF ALL OTHER TRADES. ANY
DISCREPANCIES OR CONFLICTS SHALL BE BROUGHT TO THE
IMMEDIATE ATTENTION OF THE ARCHITECT AND THE OWNER
PRIOR TO FABRICATION OR INSTALLATION.

2. CONTRACTORS SHALL BE RESPONSIBLE FOR CHECKING
DOCUMENTS FOR COORDINATION BETWEEN ALL DISCIPLINES
INCLUDING BUT NOT RESTRICTED TO ARCHITECTURAL,
STRUCTURAL, CIVIL, MECHANICAL, PLUMBING AND
ELECTRICAL. CONTRACTORS SHALL BE RESPONSIBLE FOR
FIELD VERIFYING EXISTING CONDITIONS AND FOR VERIFYING
THEM WITH THE CONTRACT DOCUMENTS. ANY DISCREPANCY
IN THE CONTRACT DRAWINGS AND SPECIFICATIONS SHALL BE
BROUGHT TO THE NOTICE OF THE ARCHITECT PRIOR TO ANY
FABRICATION OR CONSTRUCTION.

3. COORDINATE SIZE AND LOCATION OF ALL EQUIPMENT
SUPPORTS INCLUDING BUT NOT RESTRICTED TO CONCRETE
HOUSEKEEPING PADS WITH APPROPRIATE EQUIPMENT
MANUFACTURER.

4. COORDINATE SIZE AND LOCATION OF ALL ACCESS PANELS
WITH TRADE REQUIRING THE SAME.  ACCESS PANELS ARE
SPECIFIED ARCHITECTURALLY BUT ARE REQUIRED TO BE
PROVIDED BY EACH TRADE. ALL LOCATIONS MUST BE
COORDINATED AND APPROVED BY THE ARCHITECTS FIELD
REPRESENTATIVE:

5. VERIFY QUANTITY, SIZE, AND LOCATION OF ALL FLOOR, ROOF,
AND WALL OPENINGS FOR ALL DISCIPLINES INCLUDING BUT
NOT RESTRICTED TO MECHANICAL AND ELECTRICAL WORK
WITH THE APPROPRIATE TRADE.  PROVIDE ALL OPENINGS
SHOWN OR REQUIRED FOR THE COMPLETION OF THE WORK.
PROVIDE ALL LINTELS REQUIRED FOR THESE OPENINGS PER
SPECIFICATIONS.

6. FLOOR PLANS INTERIOR WALLS ARE DIMENSIONED FROM
FACE OF FINISH TO FACE OF FINISH, UNLESS NOTED
OTHERWISE. EXTERIOR WALLS ARE FROM EXTERIOR FACE OF
CORE (STUD OR CMU) TO EXTERIOR FACE OF CORE.

7. DIMENSIONS FOLLOWED BY +/- SHOULD BE REVIEWED AND
ALL NECESSARY ADJUSTMENTS MADE PRIOR TO FABRICATION
AND/OR INSTALLATION OF AFFECTED WORK.  NOTIFY
ARCHITECTS REPRESENTATIVE IF DISCREPANCIES ARISE
BEFORE PROCEEDING WITH THE WORK.

8. REFER TO EXTERIOR ELEVATIONS AND PLAN DETAILS FOR
LOCATIONS OF ANY CONTROL JOINTS IN EXTERIOR WALLS.

9. SEE SHEET G002 FOR PARTITION SCHEDULE.
10. WINDOWS AT THE SECOND AND THIRD FLOORS TO BE

WINDOW TYPE NUMBER ‘4’ AS INDICATED ON THE PLAN.
WINDOWS IN THE VERTICAL METAL WALL PANELS AT THE
FOURTH FLOOR SHALL BE WINDOW TYPE ‘3’. REFER TO
EXTERIOR ELEVATIONS FOR CLARIFICATION.

ARCHITECTURAL GENERAL NOTES:
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*NOTE: UNITS ARE THE SAME ON ALL
FLOORS. EXCEPT NO UNITS 5 - 11 ON

THE FIRST FLOOR AND UNIT 04.

RESIDENTIAL UNIT NUMBER KEYPLAN
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SCALE:  1/8" = 1'-0"
SECOND, THIRD & FOURTH FLOOR PLAN

ORIGINAL BUILDING PLANS
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ROOF HATCH.
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ROOF PLAN NOTES:
1. TYPICAL ROOF IS FLEXIBLE SHEET ROOFING ON RIGID INSULATION OVER

PRECAST PLANK. (TAPERED INSULATION & SADDLES TO BE PROVIDED
ABOVE FLAT STRUCTURE).

2. SEE MECHANICAL DRAWINGS FOR LOCATIONS OF PLUMBING VENTS,
FLASH PER INDUSTRY STANDARDS.

3. SEE STRUCTURAL DRAWINGS FOR LOCATIONS OF ROOF PENETRATIONS,
FLASH PER INDUSTRY STANDARDS.

4. FALL PROTECTION EQUIPMENT.
- PROVIDE XENON PERMANENT HORIZONTAL LIFELINE KIT BY MILLER 

FALL PROTECTION OR APPROVED EQUAL IN CONFIGURATION 
INDICATED ON DRAWINGS.

- PRVIDE MULTI-SPAN, DOUBLE SHOCK ABSORBER SYSTEM WITH 
INTERMEDIATE BRACKETS AND D-BOLT ANCHORS @ EACH STEEL 
COLUMN LOCATION PENETRATING ROOF DECK WITH MAX SPACING 
OF 30'-0" OR AS INDICATED BY MANUFACTURER.

- CONTRACTOR SHALL PROVIDE (2) MILLER FULL BODY HARNESES AND
SHOCK ABSORBING LANYARDS OR SELF-RETRACTING LIFE-LINE/FALL
LIMITERS FOR OWNER USE AT COMPLETION OF PROJECT.
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SCALE:  1/8" = 1'-0"
ROOF PLAN

ROOF PLAN KEYNOTES
R1 60 MIL EPDM ROOF SYSTEM W/ R-20 RIGID INSULATION & TAPERED

INSULATION TO DRAINS. CONTRACTOR TO PROVIDE TAPERED LAYOUT
FOR REVIEW. APPROVED ALTERNATE SYSTEM: 60 MIL FIRESTONE
INVISIWELD TPO MEMBRANE SYSTEM WITH LOOSE LAY 1/4" PER FOOT
EPS OVER BASE LAYER OF ISO INSULATION. MECHANICALLY ATTACH
TOP LAYER OF 1 1/2" ISO (20 PSI) OVER TAPERED INSULATION AND
BASE LAYER OF 1 1/2" ISO W/ CONCRETE DRIVE PINS AND FIRESTONE
INVISIWELD INSULATION AND MEMBRANE PLATES.

R2 FALL PROTECTION EQUIPMENT. REFERENCE ROOF PLAN NOTE #3.

SCALE:  1/4" = 1'-0"
ELEVATOR ROOF ENLARGED PLAN1

ORIGINAL BUILDING PLANS
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SCALE:  1/8" = 1'-0"
EAST ELEVATION1

SCALE:  1/8" = 1'-0"
SOUTH ELEVATION2

SCALE:  1/8" = 1'-0"
WEST ELEVATION3

ELEVATION KEYNOTES
E1 FLAT PANEL CONCEALED FASTENER PREFINISHED METAL PANEL

CANOPY. REFER TO SPEC SECTION 074213.13.
E2 VERTICAL METAL SIDING WITH FACTORY APPLIED INTEGRAL

COLOR. REFER TO SPEC SECTION 074213.13.
E3 METAL PARAPET CAP.
E5 CONTROL JOINT.
E6 3-5/8”X2-1/4”X7-5/8” BRICK MASONRY VENEER WITH 1 3/8” AIR SPACE

2 1/2”RIGID INSULATION SYSTEM.
E7 CAST ‘STONE’ BANDING.
E8 8"X24"X4" DARK SPLIT FACED CONCRETE MASONRY UNITS WITH 1

3/8” AIR SPACE 2 1/2”RIGID INSULATION SYSTEM.
E9 8"X24"X4" LIGHT SMOOTH FACED CONCRETE MASONRY UNITS WITH

1 3/8” AIR SPACE 2 1/2” RIGID INSULATION SYSTEM.
E10 EIFS CORNICE.
E11 8"X24"X4" CMU MASONRY BANDING INSTALLED 1" BEYOND

MASONRY ABOVE AND BELOW.
E12 1" SIGNAGE RECESS IN MASONRY TYPICAL AT ALL 1ST FLOOR

WINDOWS W/O CANOPY. ALIGN WITH WINDOW EDGES BELOW, TYP.
E14 BRICK SOLDIER COURSE BANDING.
E15 FABRIC CANOPY

ORIGINAL BUILDING PLANS
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ELEVATION KEYNOTES
E2 VERTICAL METAL SIDING WITH FACTORY APPLIED INTEGRAL

COLOR. REFER TO SPEC SECTION 074213.13.
E3 METAL PARAPET CAP.
E5 CONTROL JOINT.
E6 3-5/8”X2-1/4”X7-5/8” BRICK MASONRY VENEER WITH 1 3/8” AIR SPACE

2 1/2”RIGID INSULATION SYSTEM.
E7 CAST ‘STONE’ BANDING.
E8 8"X24"X4" DARK SPLIT FACED CONCRETE MASONRY UNITS WITH 1

3/8” AIR SPACE 2 1/2”RIGID INSULATION SYSTEM.
E9 8"X24"X4" LIGHT SMOOTH FACED CONCRETE MASONRY UNITS WITH

1 3/8” AIR SPACE 2 1/2” RIGID INSULATION SYSTEM.
E11 8"X24"X4" CMU MASONRY BANDING INSTALLED 1" BEYOND

MASONRY ABOVE AND BELOW.
E12 1" SIGNAGE RECESS IN MASONRY TYPICAL AT ALL 1ST FLOOR

WINDOWS W/O CANOPY. ALIGN WITH WINDOW EDGES BELOW, TYP.
E14 BRICK SOLDIER COURSE BANDING.
E15 FABRIC CANOPY

SCALE:  1/8" = 1'-0"
SOUTHWEST ELEVATION3

SCALE:  1/8" = 1'-0"
SOUTHEAST ELEVATION2 SCALE:  1/8" = 1'-0"

COURTYARD ENTRANCE ELEVATION1

ORIGINAL BUILDING PLANS
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ELEVATION KEYNOTES
E1 FLAT PANEL CONCEALED FASTENER PREFINISHED METAL PANEL

CANOPY. REFER TO SPEC SECTION 074213.13.
E2 VERTICAL METAL SIDING WITH FACTORY APPLIED INTEGRAL

COLOR. REFER TO SPEC SECTION 074213.13.
E5 CONTROL JOINT.
E6 3-5/8”X2-1/4”X7-5/8” BRICK MASONRY VENEER WITH 1 3/8” AIR SPACE

2 1/2”RIGID INSULATION SYSTEM.
E7 CAST ‘STONE’ BANDING.
E8 8"X24"X4" DARK SPLIT FACED CONCRETE MASONRY UNITS WITH 1

3/8” AIR SPACE 2 1/2”RIGID INSULATION SYSTEM.
E9 8"X24"X4" LIGHT SMOOTH FACED CONCRETE MASONRY UNITS WITH

1 3/8” AIR SPACE 2 1/2” RIGID INSULATION SYSTEM.
E10 EIFS CORNICE.
E11 8"X24"X4" CMU MASONRY BANDING INSTALLED 1" BEYOND

MASONRY ABOVE AND BELOW.
E12 1" SIGNAGE RECESS IN MASONRY TYPICAL AT ALL 1ST FLOOR

WINDOWS W/O CANOPY. ALIGN WITH WINDOW EDGES BELOW, TYP.
E14 BRICK SOLDIER COURSE BANDING.
E15 FABRIC CANOPY

SCALE:  1/8" = 1'-0"
NORTH ELEVATION1

SCALE:  1/8" = 1'-0"
MAIN ENTRY EXTERIOR ELEVATION2

SCALE:  1 1/2" = 1'-0"
ENLARGED CMU DETAIL3

SCALE:  1 1/2" = 1'-0"
ENLARGED BRICK DETAIL4

SCALE:  1/4" = 1'-0"
ENLARGED ELEVATION DETAIL5

ORIGINAL BUILDING PLANS
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